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Working Day If no, explain:
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Weather

Precipitation Condition

Diary: Dispute

Cable Wrapping

Inspector: Victor Altamirano (11.5 hours including 3.5 hours OT)
12/12/12 Wednesday
Partly Cloudy - 50 degrees F

7am -11am: Obra's crew were cable wrapping at panel point 104 North on the uphill side of the cable band
with the push machine. After they were completed, workers removed the push machine and moved it to
panel point 106 North on the uphill side of cable band.

I also inspected the suspender clamps that are already installed on the main spans. ABF wants CT to sign
off on the suspender clamps installation. I observed about a 15mm gap between the top of the zinc button
and the suspender clamp saddle at panel point 78 north. I informed the Cable lead and it was confirmed
that about a 10mm gap was acceptable and anything larger would have to be looked at. Those areas that
have gaps as outlined above will receive caulking later during the painting phase. I informed an ABF
engineer that further work is needed to make the gap smaller for suspender clamps on PP 78 North. He
indicated that the suspender clamps are expected to be switched out for a separate reason and that during
that operation, ABF will address the gap. Issue ongoing.

The ABF engineer informed me of a similar issue at PP 98 North that also had a gap of about 15mm. The
engineer used a man basket to verify the size of the gap. It was confirmed to be 15mm and the engineer
indicated that the iron workers will attempt to provide the gap smaller between the top of the zinc button
and the suspender clamp saddle. The iron workers were able to get the gap smaller and no further issues
on the suspender clamp at PP 98 North was outstanding. Issue resolved.
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